
PTS 050 PTS 060R PTS 100R PTS 150R PTS 200R PTS 250R

Excavator Weight class (t) 4.5-7 5.5-9 10-13 12-18 16-24 21-35

Working Weight (kg) 340 430 605 1200 1850 2060

Jaw max opening (mm) 900 900 450 605 780 850

Height (mm) 590 615 1200 1530 1840 1850

Accumulator Arm max opening (mm) 895 895 850 1150 1260 1500

Tip cutting force (t) 11 11 16 37 45 51

Max Pressure Main Line (cylinders – bar) 220 220 250 300 300 300

Flow main Line (l/min) 50/60 50/60 60/80 80/100 130/150 150/180

Max swing pressure (bar) - 175 175 175 175 175

Max swing flow (l/min) - 20 20 40 40 40

Max clamping load (kg) 300 300 400 500 900 1000

Max cutting diameter (at trunk -mm) 150 150 250 350 450 500

Forestry Tree Shears

A	 Raised rotation mounting

B	� Hydraulic rotation motor

C	� Easy inspection access

D	 �Hydraulically operated accumulation arms

E	 �Optional central accumulation arm (selected models)

F	� Hydraulically driven cutting jaw and replaceable cutting blade

G	� Low positioned blades and serrated fixed jaw

Product features
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