
1200 X1500 X2000 X2500 3000 MAX 3500 MAX 4500 MAX

Oil Pressure Range (bar) 30-185 70-205 70-240 70-240 80-240 80-240 80-240

Torque Range (nm) 89-1, 164 511-1496 639-2190 830-2847 959-2877 1205-3614 1500-4499

Oil Flow Range (lpm) 15-32 20-45 25-57 27-65 27-75 40-85 50-95

Hub Options 50mm  
Round Stihl 65mm Round 65mm Round 65mm Round 65mm Round 65mm Round

65mm Round 
(STD) 57mm 

Square
2” Hex

Weight (kg) 35 46 47 48 71 73 75

Hitch Options Single Pin 
Hitch Single Pin Hitch / Double Pin Hitch / Cradle Hitch

Auger Range S1/S2 S4 S4 S4 S4 S4 S4

Rec. Drilling Diameter 
Range (mm)

100-300 100-400 100-450 100-500 100-600 100-750 100-900

Excavator Weight Class (kg) 0.7-1 1.5-3 1.5-3 1.5-3 3-4 3.5-4.5 3-5

5500 MAX 7000 MAX 8000 MAX 10000 12000 MAX 15000 MAX 20000 MAX

Oil Pressure Range (bar) 80-260 80-260 80-240 80-260 80-240 80-240 160-240

Torque Range (nm) 685-5477 2133-6931 2717-8152 3281-10662 3998-11995 5024-15071 13043-19564

Oil Flow Range (lpm) 40-115 60-135 70-150 70-150 80-170 80-170 80-170

Hub Options 75mm Square 75mm Square 75mm Square 75mm Square 75mm Square 75mm Square 75mm Square

Weight (kg) 108 112 116 162 172 173 268

Hitch Options Hitch  
Options Single Pin Hitch / Double Pin Hitch / Cradle Hitch

Auger Range S5 S5 S5 S6 S6 S6 S6

Rec. Drilling Diameter 
Range (mm)

150-750 150-900 150-1200 150-900 150-1000 150-1200 150-1200

Excavator Weight Class (kg) 4.5-6 5-8 5-8 8-11 11-15 11-15 12-22

Excavator Augers
Also available for Skidsteer Loaders

A	 Drive shaft extensions are available to obtain deeper excavations

B	 Range of heavy duty flights from 100mm to 1500mm diameter

C	 Heavy duty tungsten or earth teeth available for all augers

D	 Shock lock replaceable wear parts

E	 Shallow pitch auger flights for maximum soil removal

F	 Innovative design with non-dislodgement shafts

G	 Drive motors to suit 0.7 - 45t excavators
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Auger Drive Units  
& Flights available  

for machines  
up to 45 Ton


