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PSG75-D 75 300 15 170 5 300 600 30 6 0.7-1.2

PSG100-D 90 300 20 210 5 350 770 40 0.7 1-2

PSG150-D 140 300 25 170 10 450 750 70 15 1.2-3

PSG200-D 240 300 35 170 10 500 1160 100 20 2.5-5

PSG300-D 280 300 35 210 10 500 1160 100 20 2.5-5

PSG400-D 350 300 40 170 12 600 1400 150 23 4-8

PSG450-D 400 300 50 170 12 700 1500 200 24 5-9

PSG452-D 450 320 70 210 15 700 1550 200 24 6-11

PSG502-D 600 350 90 210 15 600 1800 300 30 7-12

PSG603-D 840 350 100 210 25 800 1800 400 35 10-16

PSG804-D 925 350 120 350 25 800 1950 500 46 12-20

PSG904-D 960 350 120 210 25 920 1950 600 46 13-20

PSG1004-D 995 350 120 210 25 1000 1950 700 46 16-20

PSG1104-D 1350 350 150 210 35 920 2100 750 55 16-25

PSG1204-D 1415 350 160 210 35 1000 2100 800 68 17-28

PSG1404-D 1500 350 160 210 35 1200 2100 850 68 20-28

PSG1702-D 1750 350 170 210 35 1200 2250 900 80 23-30

PSG1802-D 1800 350 170 210 35 1200 2400 950 80 24-35

PSG1900-D 2000 350 180 210 35 1200 2250 900 80 25-38

PSG1902-D 1900 350 180 210 35 1200 2250 900 80 25-38

PSG2504-D 2500 350 200 210 35 1360 2230 1000 90 28-45

PSG2704-D 2700 350 200 210 35 1360 2230 1100 90 30-50

PSG3004-D 3000 350 200 210 35 1500 2460 1300 90 35-50

PSG4000-D 3910 350 250 210 40 1500 2850 1500 110 40-65

PSG4500-D 4200 350 250 210 50 1500 2850 1500 110 45-80

PSG5003-D 5000 350 300 210 60 1500 3000 1600 130 45-100

PSG8000-D 7250 350 320 210 70 1800 3800 3600 150 70-120

PSG14000-D 13000 350 350 250 100 1800 4400 4600 180 100-200

PSG20000-D 18000 350 375 250 125 2040 4850 6700 230 175-300
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