) Skidsteer & Backhoe

Hydraulic Haommers

Skidsteer Hydraulic Hammer

PRBO10 PRB030 PRB040-SL

Work Weight (kg) 123 149 290
Required Oil Flow (lpm) 15-25 20-35 50-70
Operating Pressure (bar) 100-130 100-130 110-140
Blow Frequency (bpm) 700-1200 550-1000 550-1000
Impact Energy (joule) 180 300 450
Tool Diameter (mm) @45 @50 @58
Carrier Weight (tonne) 0.7-1.5 1.5-4.5 2.5-6

Skidsteer Series

SL Developed for skidsteer loaders to meet the market requirement of higher impact energy and optimal performance.
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Backhoe Hydraulic Haommer

PRB050-NL PRB060-NL PRB0O100-NL

Work Weight (kg) 274 A 485
Required Oil Flow (lpm) 35-65 45-90 60-110
Operating Pressure (bar) 130-170 130-170 140-180
Blow Frequency (bpm) 550-1000 550-1000 500-1000
Impact Energy (joule) 700 1000 1400
Tool Diameter (mm) P68 @80 @93
Carrier Weight (tonne) 3.5-8 5-11 7-15

Backhoe Series

NL Developed for backhoe loaders to meet the required design for fold-away transportation by road.
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