
PMC015 PMC020 PMC025 PMC030 PMC050

Working Weight (kg) 143 191 224 308 480

Overall Length (mm) 969 1031 1104 1195 1362

Overall Width W (mm) 659 709 800 776 850

Max Jaw – Opening (mm) 320 370 430 430 520

Max Jaw – Depth (mm) 258 294 338 367 N/A

Jaw Thickness (mm) 30 40 40 50 96

Cutting Blade – Length (mm) 60 80 80 90 100

Required Oil Flow (lpm) 15-35 20-40 25-45 30-50 50-80

Max Operating Pressure (bar) 210 230 270 270 210

Crushing Force – tip (bar) 210 230 270 270 N/A

Max Crushing (t) 36 47 62 64 99

Rotation Type FREE FREE FREE FREE FREE/ 
Hydraulic Option

Excavator Weight Class (t) 1.5-2 2-3 2.5-3.5 3-4.5 4.5-8

Mini Crushers

A	� ‘Knock round’ rotation with a durable bearing – optional hydraulic 
rotation available on PMC050

B	 Protected hose routing inside the frame

C	 Easy maintenance

D	 High-power cylinder

E	 Fully reversible steel cutting blades with max 4 edges

F	 Speed-up valve (Optional)

Product features

20 BPH Attachments   |   0345 017 6972




