
PP200 PP300 PP350 ED PP400 PP450 PP450 ED PP600 ED

Min distance from curb (mm) 40 50 50 50 60 75 75

Cutting depth (mm) Single Single Double Single Single Double Single

Independent RH-LH depth adjustment No No Yes No No Yes No

Operating weight (kg) 185 390 530 515 710 900 1150

Required oil flow (lpm) 30-50 45-75 55-90 55-90 75-140 90-140 120-200

Max oil pressure (bar) 250 300 300 300 300 300 300

Swinging support rotation angle 120° 127° 118° 118° 120° 105° 105°

Standard drum width (mm) 200 300 350 400 450 450 600

Special drums widths (mm) 50-250 50-300 50-350 50-400 75-450 75-450 75-600

Standard drum max depth (mm) 70 100 120 120 150 180 200

Special drums max depth (mm) 125 130 150 150 200 220 250

Excavator Weight Class (t) 2-4 3-7 6-9 6-9 8-13 10-16 16-22

- 	�ED models feature PATENTED independent RH-LH depth slides which allow perfect side by side passes.

- 	�Optional extra: PATENTED Performer which calibrates to excavator working pressure and provides
a visual indication of maximum performance. (See point A)

Patch Planers

A	 �PATENTED performer (optional) calibrates to excavator working 
pressure. Provides easy-to-see visual indicator of available power 
to maximise performance

B	� Swinging support pivots on the same rotation axis as cutting drum 
to maintain a perfect planing surface regardless of ground contour 
or excavator position

C	� PATENTED independent RH-LH depth slides (ED models only) – 
each side can be independently adjusted to give perfect surfaces 
with side by side passes

D	 �Mechanical depth adjuster as standard or hydraulic (optional)

Product features
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