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PSS010 1.6-4 2-3 500 0,12m³ 5-7m³/hr 0.25m² 200 170-190 30-40 200

PSS020 2.2-4 2-3.5 500 0,15m³ 6-8m³/hr 0.30m² 250 170-190 30-40 200

PSS030 3-5 2.2-4 700 0,20m³ 7-10m³/hr 0.40m² 290 170-190 30-40 200

PSS040 4-10 3.5-5.5 800 0,30m³ 10-15m³/hr 0.40m² 400 200-250 50-60 280

PSS050 6-12 4-6.5 1000 0,45m³ 16-23m³/hr 0.60m² 600 200-250 50-60 280

PSS100 9-15 6.5-8 1200 0,70m³ 25-38m³/hr 0.80m² 905 200-250 90-120 280

PSS130 12-21 8-10 1300 0,90m³ 32-47m³/hr 0.98m² 1400 200-260 150-180 290

PSS150 14-21 10-13 1500 1,25m³ 44-65m³/hr 1.30m² 1450 200-260 150-180 290

PSS250 18-32 10-15 1200 1,50m³ 52-77m³/hr 1.10m² 1850 280-300 150-200 320

PSS300 20-32 12-16 1200 1,90m³ 67-96m³/hr 1.40m² 2050 280-300 150-200 320

PSS350 24-32 13-24 1500 1,85m³ 64-95m³/hr 1.40m² 2300 280-300 150-200 320

PSS400 26-35 14-25 1500 2,25m³ 80-122m³/hr 1.70m² 2500 280-300 150-200 320

PSS450 32-42 17-27 1800 2,20m³ 78-120m³/hr 1.75m² 3100 280-300 200-280 320

PSS500 35-45 - 1800 2,80m³ 90-168m³/hr 2.60m² 3800 280-300 200-280 320

PSS550 38-55 18-30 2200 3,00m³ 100-160m³/hr 2.40m² 4100 280-300 200-280 320

Product features
A	 Chain driven point-point 

C	� Quick change shaft system 

Block Disk (BS254)    
Mixed shaft with four contours 
Grain size: 0–30/35 mm 
 
Applications: 
Mixing, grinding, and aerating 
Suitable for compost and liquid 
soil 
Delivers high throughput, even 
in wet soils

Mixing Shaft (M80X)
Mixing shaft with mixing blocks 
Grain size: 0–60/80 mm  
Applications: 
Mixing, sifting, and aerating soil 
Crushing easily brittle 
materials 
Ensuring high throughput, even 
in wet soils

Penta Disc                 
Designed for fine screening of 
free-flowing materials and dry 
soils, with reduced crushing.  
 
Also suitable for stony 
materials such as crushed 
stone, gravel, and basalt.

Star Disc                    
Designed for screening 
and backfilling of pipes and 
sewer trenches, delivering 
high throughput even in wet, 
cohesive soils.

*Operates on excavators and wheel loaders with no need for adapter removal . 

Block Disk (BS252)
Mixed shaft with two contours 
Grain size: 0–40/45 mm 
 
Applications: 
Mixing, grinding, and aerating 
Suitable for compost and 
liquid soil 
Delivers high throughput, 
even in wet soils

E

B	� Large screening area

D	 �Shock valve

E     Motors


